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35.22
Reserved for future use.
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� 	In a maximum generation emergency in the PJM Mid-Atlantic Area where PSE&G load needs to be curtailed, the PSE&G load would be curtailed pro-rata with curtailment of the ConEd requested service (and other firm service on the system). But, if NYISO is not also in a capacity emergency, the desired flow on ABC will be reduced by up to 400 MW to the extent necessary to avoid a PSEG load curtailment. ConEd may upgrade the transmission service for the 400 MW transaction to eliminate the reduction of the 400 MW transaction prior to load shed as described above by requesting such upgraded service and funding all necessary transmission upgrades as required by Part II and Part VI of the PJM OATT.  The 600 MW transaction shall be reduced in the same manner as all other firm transactions in PJM.


�	The ISO Secured Transmission System is defined in the NYISO’s Transmission and Dispatching Operations Manual.


See  <http://www.nyiso.com/services/documents/manuals/pdf/oper_manuals/trans_disp.pdf>.


� 	PJM and NYISO will  operate in accordance with the bandwidth requirements of Step 17 to the extent practicable (utilizing PARs, curtailment of third party transactions, and re-dispatch, consistent with the other provisions of the Operating Protocol) recognizing relevant operating conditions that are beyond the control of PJM and NYISO or that are not anticipated by this Operating Protocol.  Deviations will be accounted for with in-kind payback using the Auto Correction Factor described in Appendix 3 to this Operating Protocol.  The Auto Correction Factor shall be the sole and exclusive remedy available to any person or entity for any under- or over-delivery of power pursuant to the 600/400 MW transactions, unless such under- or over-delivery is the result of gross negligence or intentional misconduct.


�	At all times, however, the ConEd election under the 600/400 MW transactions must be the same in PJM and NYISO in In-Day Operations.  Absent an in-day change in the election by ConEd, the ConEd Real-Time election shall be the PJM-DAS.


�	PJM can also provide the option of automated email outage notification through the PJM eDart tool.


�	1,000 MW will also be included in the FTR simultaneous feasibility analysis.
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